








Two CAT C13 engines. 328 kW 
each for a combined total of 656 kW 
output. The pressure options range 
from 12 bar to 25 bar.

Large service access doors,
easy to service and clean
internal components.

Air outlets on the two 
short sides of the container.

Door latches with locks 
and door safe-hooks 
for better security and to 
avoid inadvertent closure.

Ergonomically designed built-in 
ladder system to access the roof 
for service. This is to be used in-
line with standard safety practices.



nAir
Standard 20-foot container with forklift 
slots and lifting eyes makes it easy to move 
around, and can be stored to 3 high (stan-
dard unit) and to 8 high (offshore unit).Access controls for each engine 

are separate. Opt to run at half 
the maximum flow if desired.

Storage space for parts 
and small tool equipment.

COSMOS™, our innovative Com-
prehensive Service and Maintenance 
System, guarantees that you know 
where your machine is, and when it
should be serviced.

Pressure regulators 
positioned for easy 
access for adjusting. 



nAir
Spillage free skid frame 
to protect the environment 
from inadvertent spills.

Centralized service drains 
for fast and easy drainage at 
service intervals.

FuelXpert™ guarantees 
best in class fuel efficiency.

Maintenance service kits give all 
the necessary parts for servicing in 
one convenient kit.

Overspeed protection / Intake shutdown 
prevents engine overrun.

Double ceiling roof for separation of 
cold intake and hot oulet air.Coatings: high specification paint 

finishes for corrosion protection.



StandardTwinAir™ Offshore
12 bar (1,058 l/s) or 25 bar (936 l/s)
Yellow and Grey Colour 
Red and Grey Colour (6 layer)
Special Colour
CSC Approval
DNV Approval
FuelXpert™
Oiltronix™
Spark Arrestor
Inlet Shutdown Valve
COSMOS™

Standard Offshore
Aftercooler with Waterseparator
Pre-heater
Cold Start
Sump pump with quick connects
Yellow Alert
Stainless Steel Fuel Lines
Battery Box
External Fuel Cut-off Valves
Rubber Boots on Electrics
T-Clamps on hose connections

TwinAir™

www.atlascopco.com
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XAH 1066Type XRV 946
12

 1,058
1,800

76

Normal effective working pressure
Total actual free air delivery*
Content fuel tanks
Air outlet valve (2 no.)

25
 936
1,800

76

bar
l/s
l
mm

Engine
C13 ACERT

328
1,600
1,200

Caterpillar (2 no.)
Output (each)
Nominal speed
Unload speed

C13 ACERT
328

1,600
1,200

kW
rpm
rpm

14,500Weight (wet) 15,000kg
*according to ISO1217 ed.3 1996 annex D

2.
59

 m

6.06 m 2.44 m

   Included                                  Optional 

Offshore version additional features
Corrugated roof, for antislip protection and structural rigidity
Double locks on short sides, DNV requirement
Extended integrated ladder system
Galvanished bottom plate with rockwool infill for enhanced sound attenuation
Slings: each offshore container is provided with lifting eye slings rated to 70,000 kgs
DNV stamp: a DNV data-plate with certification number is affixed on offshore units


