A c c E s s INTEGRITY AND LOYALTY IN OUR BRAND

HIRE AUSTRALIA

Max. Working Height(CE/ANSI) 10.00m 8.00m 7.80m
Max. Platform Height(CE/ANSI) 8.00m 6.00m 5.80m
Overall Length 2.48m 2.48m 1.86m
Overall Width 0.83m 0.83m 0.79m
Overall Height(Rails Up) 2.36m 2.23m 217m
Overall Height(Rails Down) 2.00m 1.87m 1.85m
Platform Size(LengthxWidth) 2.27mx0.81m 2.27mx0.81m 1.67mx0.74m
Platform Extension Size 0.90m 0.90m 0.90m
Ground Clearance(Raised/Stowed) 0.019m/0.10m 0.019m/0.10m 0.016m/0.09m
Wheelbase 1.87m 1.87m 1.36m
Turning Radius(Inside/Outside) 0m/2.10m 0m/2.10m 0m/1.64m
Tyres ®381x127mm $381x127mm ®323%x100mm

S.W.L(CE/ANSI) 230kg 380kg 230kg

S.W.L On Extension 113kg 113kg 113kg

Max. Occupants 2 2 2

Gradeability 25% 25% 25%

Travel Speed(Stowed) HD 3.5km/h , DC 4.0km/h | HD 3.5km/h, DC 4.0km/h HD 3.5km/h , DC 4.5km/h
Travel Speed(Raised) 0.8km/h 0.8km/h 0.8km/h

Max. Working Slope(CE) 1.5°/3° 1.5°/3° 1.5°/3°

Max. Working Slope(ANSI) 2°/3° 2°/3° /

Up/Down Speed HD 28/40sec , DC 42/30sec |HD 24/54sec , DC 31/67sec| HD 18/22sec, DC 27/22sec

Overall Weight(CE) HD 2140kg , DC 2180kg HD 2085kg , DC 2125kg 1720kg

Overall Weight(ANSI) HD 2140kg , DC 2180kg HD 1985kg , DC 2025kg /

Battery 4x6V/225Ah 4x6V/225Ah 4x6V/210Ah

Charger 24V/30A 24V/30A 24V/[30A

Driving Motor HD /, DC 24V/1.5kW HD /, DC 24V/1.5kW HD /, DC 24V/1kW
Lifting Motor 24V/[3.3kW 24V/3.3kW HD 24V/3.3kW , DC 24V/2.0kW

Drivable At Full Height 4x2 Driving Forklift Pockets Automatic Pothole Protection Device
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